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Effect of preliminary heat treatment upon the drying of
clays (1910) . 10^

The testing of clay refractories, v;ith special reference
to their load carrying ability at furnace temperatures
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Viscosity of porcelain bodies (1913) ..........

Some leadless boro-silicate glazes maturing at about

1100°C (1913) .0.... ................

The veritas firing rings (1914) . . . , . . , . . . . ,

A study of the Atterberg plasticity method (1915) . . ,

Viscosity of porcelain bodies high in feldspar (1915)

Use of sodium salts in the purification of clays and in
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Properties of some European plastic fire clays (1916) • • »

Constitution and microstructure of porcelain (1916) • . . .

The effect of the size of grog in fire-clay bodies (1918) «

Silica refractories—Factors affecting their quality and
methods of testing the rav materials and finished r/are
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Constitution and microsctructure of silica brick and changes
involved through repeated burnings at high temperatures
(1919) 009 0000090900090 OOOOOOOOOO
Materials and methods used in the manufacture of enameled
cast-iron v/ares (1919) ........... ...... .

The properties of American bond clays and their use in
graphite crucibles and glass pots (1920 ). . . o . o , , . .

Cements for spark-plug electrodes (1920 ) ..........

Porosity and volume changes of clay fire bricks at furnace
temperatures (1920) . . . . , , . . . .

Enamels for sheet iron and steel (1920)
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